ALLOWABLE V.C.P. TRENCH LOADING
TRANSVERSE
STEEL
ALLOWABLE TRENCH LOAD PER 1-1/4” Bc OR 1-1/4” Bc OR
CLASS OF BENDING REINFORCED Bct8” MIN_ Bct8” MIN_
- %@%EE SOIL WT.=1304/CU. FT. CONCRETE o CONCRETE 447
= 3000 i = & s o/ » 3000 . ~ I VNERN N
SI7E EDGE SAFETY FACTOR=1.5 psi ‘*\\\\\q > > 1D/4 OR 4” MIN. psi ‘*\\\\\q b > tD/4 OR 4” MIN.
(INCHES) BEARING Q Q
STRENGTH CLASS CLASS CLASS > (/B i€ ﬁf€:§$
MIN. A—l A B—| W Bc/2 Y Bc,/2
LF.=34 | LF.=2.8 | LF.=22 v — s " > — "
ABC / c/4 OR 4" MIN. ABC / Bc/4 OR 47 MIN.
BEDDING BEDDING
8
2200 4987 4107 3227 CLASS A—1 CLASS A
10 2400 5440 4480 3520 LOAD FACTOR: 3.4 REINFORCED CONCRETE, p=0.4% LOAD FACTOR: 2.8 PLAIN CONCRETE
12 2600 5893 4853 3813
15 2900 6573 5413 4253
18 3300 7480 6160 4840
21 3850 8727 7187 5647 127 MIN.
24 4400 9973 8213 6453 “\,
- I Bc/4 OR 4”7 MIN.
27 4400 10653 8773 6893 ALL ABC "
30 5000 11333 9333 7333 CLASS B-l
LOAD FACTOR: 2.2 ABC ENCASEMENT
33 5500 12467 10267 8067
36 6000 13600 11200 8800
MAG SECTION 601 AND CITY OF GOODYEAR SUPPLEMENT APPLIES FOR FOUNDATION, BEDDING, BACKFILL,
MATERIALS AND COMPACTION.
39 6600 14960 12320 9680
DETAIL NO. APPROVED BY: DETAIL NO.
G-3420 |CGLTY OF GOODYEAR | o) 5 cor Standards and V.C.P. TRENCH LOADING G-3420
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